













MAGNETIC SHIELD WITH MULTILAYER OF CU FILM AND RESIN 
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   This paper describes the shielding effectiveness (SE) of a multilayer of Cu film and polyethylene 
terephthalate (PET) from magnetic interference. SE was evaluated from the S parameter through 
electromagnetic field simulations. The SE of a multilayer with three Cu films and two PET films, 
Cu/PET/Cu/PET/Cu, was nearly equal to that of five Cu films, Cu/Cu/Cu/Cu/Cu. 









































ズを想定し 10 kHz ~ 100 MHz，シールド材の厚さは，コ
ストや軽さ，柔軟性を考慮し 100 µm 以下，シールド効

































































し，AC 電圧は 1 V とした．金属筐体の物性はステンレ
スで 100 × 80 × 80 mmの寸法とした．ループアンテナに
は同軸ケーブルを使用し，直線部と直径 50 mmのループ
部，2 mmのスリットにより形成した．また，同軸ケーブ


























し，PET厚さを 0，17，100，200 µmと変化させた． 
図 6は Cu/PET/Cu/PET/Cuの PET厚さ依存性グラフで
ある．横軸は周波数，縦軸は SE を表している．また、
青色の実線は 0 µm，赤色の実線は 17 µm，緑色の実線は
100 µm，紫色の実線は 200 µmを示している．図 6のグ


















図 6 Cu/PET/Cu/PET/Cuの PET厚さ依存性 
 




する 40 dB以上の SEを得るためには 1枚の PET厚さは
最低 12 µmあればよいと予測できる．また、このときの















図 7 PET厚さと SEの関係(10 kHz) 
 
次 に ， Cu/Cu/Cu/Cu/Cu ， Cu/PET/Cu/PET/Cu ，
Cu/PET/PET/PET/Cuの 5層構造体によるシミュレーショ
ンをした．ここで，Cu厚さを 17 µm，PET厚さを 17 µm
とし，全体の厚さを 85 µmで一定とした． 




示している．図 8 のグラフから，Cu/Cu/Cu/Cu/Cu と
Cu/PET/Cu/PET/Cuの SEは，10 kHz ~ 1 GHzにおいてほ
とんど変わらないが，Cu/PET/PET/PET/Cu の SE は，10 






















行うことで，Cuと PETの多層構造体は厚さを 75 µmま
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